DS-KD8003-IME1/S

Video Intercom Module Door Station HIKVISION

Key Feature Approval
. : . EN55032:2015
« 2 MP HD f a
video interc O m ! b. EN6100G63-2:2014
e« Access control function CEMC . EN610083:2013
* Noi se suppercehsosicaamcaend ati o d. EN5013&:2011 +A1:2014

A12:2011 + A2:2013

© Tampering alarm supported IEC 6095(1:2005 (Second Edition) + Am 1:200

+ Fisheye camera with IR suj CB + Am 2:2013

* Suppormodwslueds’ &ccess (max FGEDO!( 47 CFR Part 15, Subpart B
* Nametag customization G

. Easy to and extend 1 ck( | ASINZS cisma2015

UL 609561 & CAN/CSA C22.2 No. 609507,
UL Information Technology EquipmentSafety—
Part 1: General Requirements

ROHS 2011/65/EU
Typical Application REACH Regulation (EC) No 1907/2006

WEEE 2012/19/EU
System Framework for Apartment -

MS-4200 . Master Station
VIS~
Apartment \—’—‘

1
Alarm .
| Standard PoESwitch

ndoor Station

Alarm . [
standard PoEswitch
S Indoor Station 2

d 2
Aarm
g standard PoESwitch

. Main unit L
Indoor $tation Powered b '

Standard PoE switch Extension module
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Specification

System parameters

Processor
Operation
system
Operation
method

Video Parameters

Camera
Video
Compression
Standard

Resolution

BLC

DNR

WDR
Anti-flicker
Field of view

Audio parameters

Audio input
Audio output

Audio
compression
standard
Audio
compression
Rate

Audio quality

Light supplement

Light
supplement
mode

Network parameters

Ethernet
Network
protocol

Alarm parameters

Tampering
alarm
Interfaces
Module-
connecting
Door contact
input

Exit button
input

I/O input
Debug

Door control
Performances
Cardcapacity
User capacity
Linked Indoor
station

Linked sub door

station

Linked

doorphone

Protocol
Embedded MCU Processor

Unlock door
Embedded Linux operation system

General

Physical button

Low illumination 2 MP HD IR camera Power )
consumption

H.264 Working
temperature

Main stream : 1920x 1080 megr_\g

Sub stream : 720 x 480 umi |t¥
Installation

Supported

Supported Dimension

Supported :

50 Hz, 60 Hz Material

Horizontal: 180 Vertical: 96

Built-in omnidirectional microphone
Built-in loudspeaker (Mor¢han 85 dB

Max.8

ISARIRTSP, STMP, SNMP

Unlock by pesening cards, unlock via
Client Software, unlock via Apgnlock via
indoor station

Physical button ' 1
Power supply

12 VDC/PoE (IEEE 802.3af)
< 10 W

-40°C to B5° C(40°F to B1°F)

10% to 95%

Flush mounting, surface mounting

98 mm x 99.8 mm x 43.9 mm (3.86" x
3.93" x 1.73")

Sainless steel

Available Model
DK D8 0l OMBE B

Appearance and Interfaces

=1

within 20 cm)
G.711 U | ]]
64 Kbps @/ :

Noise suppression and echo cancellatior

4 7
5 0

IR supplement
No.

Description

No. | Description

Mi crophone

Namet ag

10/100 Mbpsseltadaptive Ethernet
TCP/IP, RSTP

Low Il
Supp!l ement

um TAMPER

3 Budi ht Camer

Net wor k | n

1 4 Loudspeake

Mo d ucloennect
I nterface

5 Cal

[ Butto|10 |[Ter mi nal s

Dimension

43.88

99.76

34.7

94

2
4
1
2, breakdown voltage: 36 V i

Max. 10000
Max.2000

Max.100

98

40 ~N
— 1

Max.8 (@
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HIKVISION

Headquarters

No.555 Qlanmo Road, Binjlang District,

Hangzhou 310051, China
T +86-571-8807-5888

overseasbusiness@hikvision.com

Hikvision USA
T+1-909-895-0400
sales.usa@hikvision.com

Hikvision Australia
T+61-2-8599-4233
salesau@hikvision.com

Hikvision India

I +91-22-28469900
sales@pramahikvision.com
Hikvision Canada

T +1-866-200-6690
sales.canada(@hikvision.com

Hikvision Thailand
T+662-275-9949
sales.thailand@hikvision.com

Hikvision Europe

T +31-23-5542770
sales.eu@hikvision.com
Hikvision Italy

T +33-0438-6902
info.it@nikvision.com

Hikvision Brazil

T+5511 3318-0050
Latam.support@hikvigion.com
Hikvision Turkey

T +90[216)521 7070- 7074
sales.tr@hikvision.com

Hikvision Malaysia
T +601-7652-2413
sales.my@hikvision.com

Hikvision UK & Ireland
T+01628-802140
sales.uk@hikvision.com

Hikvision South Africa
Tel: +27 (10 0351172
sale.africa@hikvision.com

Hikvision France

[ +33(0]1-85- 530-450
info.fr@hikvision.com
Hikvision Kazakhstan

T +7-727-9730867
nikia.panfilov@hikvision.ru

Hikvision Vietnam
T +84-974270888
sales.vt@hikvision.com

© Hikvision Digital Technalogy Co., Ltd. 2019 | Data subject to change without notice |

Hikvision UAE
T +971-4-4432090
salesme(@hikvision.com

Hikvision Singapore
T +65-6684-4718
sg@nhikvision.com

Hikvision Spain

T +34-91-737-16-55
info.es@hikvision.com
Hikvision Tashkent

T +99-87-1238-9438
uzb@hikvision.ru

Hikvision Hong Kang
T +852-2151-1761
info.hk@hikvision.com

Hikvision Russia
T+7-485-669-67-99
saleru@bhikvision.com

Hikvision Korea
T+82-10)31-731-8817
salcf.korca@hikvisiun .com

Hikvision Poland

[ +45-22-460-01-50
infa.pl@hikvision.com
Hikvision Indonesia

T +62-21-2933759
Sales.Indonesia@nhikvision.com

Hikvision Colombia
sales.colombia@hikvision.com



